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DETAIL NOTES:

1. THIS DETAIL SHALL ONLY APPLY WHEN THE CONTROL PANEL

CANNOT BE PLACED WITHIN 10'-0" OF THE WET WELL TO

ALLOW FOR CONNECTION OF STANDARD 50 FOOT PUMP

CABLE CONNECTIONS.

2. BACKBOARD SHALL BE PLACED AT THE EDGE OF THE WET

WELL SLAB BETWEEN THE WET WELL AND CONTROL PANEL.

3. JUNCTION BOXES SHALL BE MOUNTED SUCH THAT THEY ARE

FACING THE WET WELL.

4. ENGINEER/CONTRACTOR SHALL SIZE JUNCTION BOXES AND

BACKBOARDS BASED UPON INSTALLATION REQUIREMENTS

PROVIDED AT TIME OF DESIGN.

NOT TO SCALE

TYPICAL PUMP JUNCTION BOXES

INTERIOR ELEVATION

KEY NOTES:

        REFER TO "TYPICAL PUMP JUNCTION BOX ELEVATION"

        (THIS SHEET) FOR ADDITIONAL REQUIREMENTS.

        REFER TO "TYPICAL LEVEL INDICATION JUNCTION BOX

        ELEVATION" (THIS SHEET) FOR ADDITIONAL REQUIREMENTS.
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PROVIDE (4) SQUARE D 9080L SERIES

TERMINAL BLOCKS (3 POWER & 1

GROUND) FOR POWER DISTRIBUTION

BLOCK.  PROVIDE WITH

CORRESPONDING BLOCK COVER.

PROVIDE (6) PHOENIX

CONTACT 3044102 TERMINAL

BLOCKS FOR MOTOR

OVER-TEMPERATURE AND

SEAL-FAIL ALARM

CONDUCTORS.
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NOT TO SCALE

TYPICAL LEVEL INDICATION

INTERIOR ELEVATION

PROVIDE (6) PHOENIX

CONTACT 3044102 TERMINAL

BLOCKS FOR FLOAT SWITCH

CONDUCTORS.

PROVIDE (6) PHOENIX

CONTACT 3044102 TERMINAL

BLOCKS FOR 4-20mA LEVEL

INDICATION CONDUCTORS.

ENGINEER/CONTRACTOR TO

SIZE JUNCTION BOX AS

REQUIRED

PC

SECURITY LIGHTING

FIXTURES AS REQUIRED

PER DRAWINGS

CONTROL PANEL

N GND

WET WELL HATCH/CONTROL

PANEL LIGHTING FIXTURES AS

REQUIRED

PER DRAWINGS
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TB1

TB2
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ENGINEER/CONTRACTOR TO

SIZE JUNCTION BOX AS

REQUIRED

DETAIL NOTES:

1. ALL TERMINAL BLOCKS SHALL BE PROVIDED WITH

CORRESPONDING END BRACKETS AND END

COVERS.

2. PROVIDE SEPARATE GROUND LUG IN EACH

JUNCTION BOX, BONDED TO JUNCTION BOX.

DETAIL NOTES:

1. ALL TERMINAL BLOCKS SHALL BE PROVIDED WITH

CORRESPONDING END BRACKETS AND END

COVERS.

2. PROVIDE SEPARATE GROUND LUG IN EACH

JUNCTION BOX, BONDED TO JUNCTION BOX.

SEE NOTE 4.
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PANEL RACK

CONSTRUCTED

OF WELDED 4"

X 4" ALUM.
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TAPE (TYP).
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TERMINAL BOX

36"

(MIN.)

4" CONCRETE SLAB

FINISHED GRADE

(4) 1" C TO C.P.

(FOR FLOAT SWITCHES)

(4) 1" C TO WET WELL

(FOR FLOAT SWITCHES)

(1) 1"C FROM C.P. (FOR LEVEL TRANSDUCER)

(1) 1"C TO WET WELL (FOR LEVEL TRANSDUCER)

ANGLE "L"

BRACKETS

(1", SS)

JUNCTION BOX ELEVATION

PHOTOELECTRIC CELL WITH

NEMA 4X RATING

(APPLETON: PCD2 SERIES

OR ACCEPTABLE

EQUIVALENT) MOUNTED ON

(1) SECURITY LIGHTING POLE

AT 7'-0" AFG.

SWITCH LOCATED ON

(1) CONTROL PANEL/WET WELL

MAINTENANCE LIGHT POLE.

1/4" ALUM.

BACK-BOARD

WELDED TO RACK
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4

FILL OPENINGS

WITH SOLID SS

METAL PLATE

ATTACH REMOVABLE

FRONT COVER WITH

1/4-20 SS SCREWS
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Instructions:
Include this sheet as shown.

SEE NOTE #10 ON SHEET DS-0.1
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